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PICTOGRAM MEANING

Single phase 
input power

For constant current 
stick and TIG processes

15-110 Volt DC Wire 
feeder input power

S300

Plastic spool S300 Engine Driven: Diesel

Three phase input 
power

For constant voltage 
MIG, flux-cored and 
subarc processes

40 Volt DC Wire feeder 
input power

S200

Plastic spool S200 GENERATOR
 READY 

Motor generator 
compatible

Single or three phase 
input power

For multi-process 
constant current or 
constant voltage 
applications

115 Volt input
SYNERGIC 
SETTINGS

SYN Synergic setting Internal Compressor

Direct current welding 
output

24-42 Volt AC Wire 
feeder input power 230 Volt input PFC Power factor control 

Alternating or direct 
current welding output

34-44 Volt AC Wire 
feeder input power CrossLinc® Technology 2-Roll Wire Feeder

50/60 Hz input power 42 Volt AC Wire feeder 
input power STT process capability 4-Roll Wire Feeder
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OV E R V I E W

MIG CONVENTIONAL

INPUT OUTPUT PROCESS FEATURES
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MODEL REFERENCE

MIG Compact

Handy MIG K14000-1 1 230 70A/20% 45-80 2 CV/DC ● ● 200 2R 1-20 – – 3

Powertec® 161C K14040-2 1 230 150A/20% 30-150 7 CV/DC ● ● 300 2R 1-17 – – 3

Powertec® 191C K14045-1 1 230 180A/20% 30-180 8 CV/DC ● ● 300 2R 1-20 – KIT 3

Powertec® 231C K14046-1 1 230 220A/20% 30-220 12 CV/DC ● ● 300 2R 1-20 – KIT 3

Powertec® 271C K14047-1 1 230 255A/20% 30-255 12 CV/DC ● ● 300 2R 1-20 – KIT 3

Powertec® 255C K14055-2 3 230/400 250A35% 25-250 20 CV/DC ● ● 300 2R 1-20 – KIT 3

Powertec® 305C
K14056-2

3 230/400 300A/35% 30-300 30 CV/DC ● ● 300
2R

1-20 – KIT 3
K14056-4 4R

Powertec® 305C PRO K14057-1 3 230/400 280A/40% 30-280 30 CV/DC ● ● 300 4R 1-20 ● ● 3

Powertec® 355C PRO K14058-1 3 230/400 350A/40% 30-350 30 CV/DC ● ● 300 4R 1-20 ● ● 3

Powertec® 425C PRO K14059-1A 3 230/400 420A/40% 30-420 30 CV/DC ● ● 300 4R 1-20 ● ● 3

MIG Separate

Powertec® 305S K14060-1 3 230/400 300A/35% 30-300 20 CV/DC ● ● – – – ● – 3

Powertec® 365S
K14061-1A

3
230/400

350A/40% 30-350 30 CV/DC ● ● – – – ● – 3
K14061-2A 220/380/440

Powertec® 425S
K14062-1A

3
230/400

420A/40% 30-420 30 CV/DC ● ● – – – ● – 3
K14062-2A 220/380/440

Powertec® 505S
K14063-1A

3
230/400

500A/40% 30-500 30 CV/DC ● ● – – – ● – 3
K14063-2A 220/380/440

CV425
K14080-1A

3
230/400

420A/60% 10-420 – CV/DC ● ● – – – – KIT 3
 K14080-2A 220/380/440

CV510
K14081-1A

3
230/400

500A/60% 10-500 – CV/DC ● ● – – – – KIT 3
K14081-2A 220/380/440

● – only with LF-24M PRO
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CO M PACT

HANDY MIG
Superbly simple, powerfully portable.

 y �Compact, portable, lightweight and easy to use. 
 y �Continuous wire feed speed adjustment and four selectable voltage settings for precise control.
 y �Suitable for the welding of most thin sheet steel applications.
 y �Connects to 230V, 16 amps outlets.
 y �Perfect for routine, small maintenance projects.

UNIT INCLUDES
Input cable (2,5 m) with 16 A plug

Fixed MIG gun (2,5 m)

Fixed return welding cable (2,5 m)

Drive roll 0,6-0,9

0,45 kg Innershield 0,9 mm

Kit of welding accessories

0,5 kg solid wire 0,6 mm

Product Reference
Primary Voltage 

(50-60Hz)
Fuse Size (A) 

(slow)
Rated Output 

(A)
Wire Drive 

System
Weight 

(kg)
Dimensions 

H x W x D (mm)
Protection 

Class
Handy MIG K14000-1 230V/1Ph 16 70A/17,5V@20% 2R 18 345 x 220 x 455 IP21

Product Reference
Primary Voltage 

(50-60Hz)
Fuse Size (A) 

(slow)
Rated Output 

(A)
Wire Drive 

System
Weight 

(kg)
Dimensions 

H x W x D (mm)
Protection 

Class
Powertec® 161C K14040-2

230V/1Ph

16 150A/21,5V/20%

2R

53 615 x 390 x 825

IP23
Powertec® 191C K14045-1 20 180A/23,0V/20% 70

765 x 427 x 850Powertec® 231C K14046-1 25 220A/25,0V/20% 80

Powertec® 271C K14047-1 32 255A/26,8V/20% 83

POWERTEC® 161C, 191C, 231C, 271C
Professionals' Choice.

 y �Superior arc behavior with premium starting performance and arc stability.
 y �Professional wire feeding system.
 y �Equipped with Euro connector and ground cable assembly.
 y �Excellent control with burnback setup, spot welding function, 2/4 stroke feature (except PT161C)  

and additional voltage settings.
 y �Easy to change polarity.
 y �Optional volt and ammeter (except PT161C).

UNIT INCLUDES
Input cable (3 m), no plug

Ground cable (3 m)

Drive roll for solid wire 0,8 / 1,0

LI
NCOLN ELECTRIC 3

Year warranty
Par ts &
Labour

P
ERFO R M A N C E  P L U S  P R O T E C TIO

N
 

Processes 
MIG, Flux-cored 
(Innershield) 
Applications 
•	 Small maintenance 

and repairs
•	 Garage works

Input

Output

S200

GENERATOR
 READY 

Processes 
MIG, Flux-cored
Applications 
•	 Small workshop
•	 Light and medium 

construction
•	 Car body repair
•	 Farm

Input

Output

S300

GENERATOR
 READY 

LI
NCOLN ELECTRIC 3

Year warranty
Par ts &
Labour

P
ERFO R M A N C E  P L U S  P R O T E C TIO

N
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CO M PACT

POWERTEC® 255C, 305C
Powerful, compact, economical.

 y �Excellent starting performance (stable and dynamic).
 y �Voltage selectors with multiple settings for precise adjustment.
 y �Excellent drive system with large diameter drive roll.
 y �Equipped with large diameter wheels, push/pull bar and lifting eyes for full manoeuvrability.
 y �Products developed with a focus on applications.

UNIT INCLUDES
Undercarriage

Input cable (5 m), no plug

Work clamp and cable assembly (3 m)

Gas hose (2 m)

Drive roll for solid wire 0,8 / 1,0

LI
NCOLN ELECTRIC 3

Year warranty
Par ts &
Labour

P
ERFO R M A N C E  P L U S  P R O T E C TIO

N
 

POWERTEC® 305C PRO, 355C PRO, 425C PRO
Premium arc, synergic style.

 y �Superb arc behavior with argon mix and 100% CO₂.
 y �Synergic settings for easier control.
 y �Voltage selectors with multiple settings for precise adjustment.
 y �Excellent drive system (four 

rolls) with large diameter drive 
roll and powerful motor.

 y �Bright, digital volt and 
ammeter.

 y �Large diameter wheels, push/
pull bar and lifting eyes for full 
manoeuvrability.

LI
NCOLN ELECTRIC 3

Year warranty
Par ts &
Labour

P
ERFO R M A N C E  P L U S  P R O T E C TIO

N
 

UNIT INCLUDES
Undercarriage

Input cable (5 m), no plug

Work clamp and cable assembly (3 m)

Gas hose (2 m)

Drive roll for solid wire 1,0 / 1,2

Product Reference
Primary Voltage 

(50-60Hz)
Fuse Size (A) 

(slow)
Rated Output 

(A)
Wire Drive 

System
Weight 

(kg)
Dimensions 

H x W x D (mm)
Protection 

Class
Powertec® 255C K14055-2

230/400V/3Ph

25/16 250A/26,5V/35%
2R

94 811 x 467 x 930

IP23
Powertec® 305C

K14056-2
32/20 300A/29V/35%, 

225A/25,2V/60% 95 813 x 467 x 930
K14056-4 4R

Product Reference
Primary Voltage 

(50-60Hz)
Fuse Size (A) 

(slow)
Rated Output 

(A) Synergic Wire Drive 
System

Weight 
(kg)

Dimensions 
H x W x D (mm)

Protection 
Class

Powertec® 
305C PRO K14057-1

230/400V/3Ph

32/20 280A/28V/40%, 
230A/25,5V/60%

● 4R

145 890 x 565 x 1060

IP23Powertec® 
355C PRO K14058-1 40/25 350A/31,5V/40%, 

285A/28,2V/60% 147 890 x 690 x 1060

Powertec® 
425C PRO K14059-1A 50/32 420A/35V/40%, 

345A/31,3V/60% 162 891 x 690 x 1060

Processes 
MIG, Flux-cored
Applications 
•	 General Fabrication
•	 Construction site
•	 Maintenance and 

Repair
•	 Light industry

Input

Output

S300

GENERATOR
 READY 

Processes 
MIG, Flux-cored 
Applications 
•	 General Fabrication
•	 Construction site
•	 Maintenance and 

Repair
•	 Light industry

Input

Output

SYNERGIC 
SETTINGS

SYN

S300

GENERATOR
 READY 
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S E PA RAT E

POWERTEC® 305S, 365S, 425S, 505S
Powerful potential.

 y �Superb arc behavior with argon mix and 100% CO₂.
 y �Voltage selectors with multiple settings for precise adjustment.
 y �Two choke tabs to support superb Arc behavior.
 y �Synergic settings for easier control with LF24M Pro.
 y �Bright, digital volt and ammeter with LF24M and LF24M Pro.
 y �Large diameter wheels, push/pull bar and lifting eyes.
 y �Simple water cooling convertion with Cool Arc® 25 (except PT 305S).
 y �Fan as needed (F.A.N.™).

UNIT INCLUDES
Undercarriage

Input cable (5 m), no plug

Work clamp and cable assembly (3 m)

LI
NCOLN ELECTRIC 3

Year warranty
Par ts &
Labour

P
ERFO R M A N C E  P L U S  P R O T E C TIO

N
 

Product Reference
Primary Voltage 

(50-60Hz)
Fuse Size (A) 

(slow)
Rated Output 

(A) Synergic Weight 
(kg)

Dimensions 
H x W x D (mm)

Protection 
Class

Powertec® 305S K14060-1
230/400V/3Ph

32/20 300A/29V@35%, 
230A/25,5V@60%

●

94 770 x 467 x 930

IP23

Powertec® 365S
K14061-1A 40/25 350A/31,5V@40%, 

285A/28,2V@60% 141 875 x 700 x 1035
K14061-2A  220/380/440/3Ph 40/25/25

Powertec® 425S
K14062-1A 230/400V/3Ph 50/32 420A/35V@40%, 

345A/31,5V@60% 151 876 x 700 x 1035
K14062-2A  220/380/440/3Ph 50/32/32

Powertec® 505S
K14063-1A 230/400V/3Ph 63/40 500A/39V@40%, 

400A/34,5V@60% 157 877 x 700 x 1035
K14063-2A  220/380/440/3Ph 63/40/40

● – only with LF-24M PRO

COMPATIBLE FEEDERS *

Product Reference Powertec® 305S Powertec® 365S Powertec® 425S Powertec® 505S
Linc Feed 22M K14064-1 ● ● ● ●

Linc Feed 24M K14065-1W ● ● ● ●

Linc Feed 24M Pro K14066-1W ● ● ● ●

* see chapter "SEMIAUTOMATIC WIRE FEEDERS" for details

Processes 
MIG, Flux-cored
Applications 
•	 Heavy Fabrication
•	 Structural
•	 General Fabrication
•	 Shipbuilding

Input

Output

SYNERGIC 
SETTINGS

SYN
 

*
GENERATOR
 READY 

* with LF-24M PRO
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S E PA RAT E

CV-425 & CV-510
High Output. Reliable Workhorses!

 y �Superb arc behavior with argon mix and 100% CO₂. 
 y �Different feeders for construction and shipyards, all 

with meters, with or without synergy or memory; 
just select the one of your choice.

 y �All controls on feeder close to the welder.
 y �Equipped with large diameter wheels, push/pull bar 

and lifting eyes for full manoeuverability.
 y �Potted and encapsuled printed circuit board controls 

in separate, dust-free compartments.

UNIT INCLUDES
Undercarriage

Input cable (5 m)

Work clamp and cable assembly (3 m)

LI
NCOLN ELECTRIC 3

Year warranty
Par ts &
Labour

P
ERFO R M A N C E  P L U S  P R O T E C TIO

N
 

Product Reference
Primary Voltage 

(50-60Hz) Fuse Size (A) (slow) Rated Output 
(A)

Weight  
(kg)

Dimensions 
H x W x D (mm)

Protection  
Class

CV-425
K14080-1A 230/400V/3Ph 63/32 420A/35V/60%, 

325A/30,3V/100% 152 880 x 696 x 1020

IP23
K14080-2A  220/380/440/3Ph 63/32/32

CV-510
K14081-1A 230/400V/3Ph 63/40 500A/39V/60%, 

325A/33,3V/100% 160 882 x 696 x 1020
K14081-2A  220/380/440/3Ph 63/40/40

Processes 
MIG, Flux-cored 
Applications 
•	 Heavy Fabrication
•	 Structural
•	 General Fabrication
•	 Shipbuilding

Input

Output

GENERATOR
 READY 

COMPATIBLE FEEDERS *

Product Reference CV425 CV510
Linc Feed 33 K14030-1W ● ●

Linc Feed 33S K14051-1 ● ●

LN-25 Pro K2613-5 ● ●

LN-25 Pro Dual K2614-8 ● ●

* see chapter "SEMIAUTOMATIC WIRE FEEDERS" for details
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M I G W E L D I N G G U N S &  ACC E SSO R I E S

 LGS2 360GLGS2 150G LGS2 505W 

More details page 83

Description Ha
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3S

MIG gun (2,5 m) ●

LGS2 150 G ● ●

LGS2 250 G ● ● ● ●

LGS2 240 G ● ● ● ● ●

LGS2 360 G ● ● ● ● ● ● ● ● ●

LGS2 505 W ● ● ● ● ●

Reference

LGS2-150G LGS2-250G LGS2-240G LGS2-360G LGS2-505W

3 m W10429-15-3M W10429-25-3M W10429-24-3M W10429-36-3M W10429-505-3M

4 m W10429-15-4M W10429-25-4M W10429-24-4M W10429-36-4M W10429-505-4M

5 m W10429-15-5M W10429-25-5M W10429-24-5M W10429-36-5M W10429-505-5M

rating calculated using CO2

Choose your gun SERIES Size Rate 160A 180A 200A 230A 250A 270A 330A 350A 420A 500A

LGS2

150G

60%
250G

240G

360G

505W 100%

air cooled
water cooled
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ACC E SSO R I E S

COOL ARC®25
K14037-1

FREEZCOOL
W000010167

INTERCONNECTION 
CABLE

K10347-PG(W)-XM

READI-REEL 
MOUNTING STAND 

(15 KG)
K10158

READI-REEL 
MOUNTING STAND 

(15 KG)
K10158-1

LINCOLN 
ANALOG-DIGITAL 

INTERFACE
K14152-1
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Product Reference

Water cooler COOL ARC® 25 K14037-1 ● ● ● ● ● ●

Freezcool 9,6l W000010167 ● ● ● ● ● ●

Interconnection cables AIR K10347-PG-xM * ● ● ● ● ● ● ● ● ● ● ●

Interconnection cables WATER K10347-PGW-xM * ● ● ● ● ● ● ● ● ●

Drive roll kit (2R) KP14016-x * ● ● ● ● ● ● ●

Drive roll kit (4R) KP14017-x * ● ● ● ● ● ● ● ●

DR system kit (grill) K14071-2 ● ● ● ●

Readi-reel mounting stand (15 kg) K10158 ● ● ● ● ● ● ● ● ● ● ● ● ●

Readi-reel mounting stand (15 kg) K10158-1 ● ● ● ● ● ● ● ● ● ● ● ● ●

HD wheels kit K14032-1 ● ● ● ●

A/V Meter kit

K14044-1 ● ● ●

K14049-1 ● ●

K14082-1 ● ●

K14073-1 ●

CO2 supply socket heater connection kit K14009-1 ● ● ● ● ● ● ● ● ● ●

Polarity change kit K14077-1 ● ●

Lincoln Analog-Digital Interface K14152-1 ● ●

* see chapter "Options" for details
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